




Install the WiFi device inside Sirio
according to instruction manual and 
power-on the inverter



ROUTER INTERNET CLOUD
SERVICE

The WiFi module can manage 2 networks simultaneously

The first network is self-generated by the 
module and can be accessed using the WPA key 
(password) printed on the label of the device. It 
has to be used to setup the second WiFi
connection.

The second WiFi connection allows the module 
to connect to your router (or hotspot) and to 
connect to internet in order to be remotely 
controlled through a cloud service.

REMOTE 
CONTROL



To setup the module, connect (with a 
smartphone, tablet or laptop) to the self 
generated network (SSID begins with WiNET
followed by the last 8 digits of the MAC 
address). The WPA key is printed on the label 
outside the package.

SSID: WINET-7FD4E404



Once connected to the WiFi module network, 
open Google Chrome.

In the top address bar of Chrome, please digit  
http:\\192.168.10.1 to enter the management 
page of the module.192.168.10.1



From the management 
page, click on 
Configuration menu, 
then Networks.



Using the “Scan Networks” button it’s possible to view a list of all WiFi networks 
in the area. Choose the network that the module must use to connect Internet 
and provide the WPA key. 

The module will connect to your personal WiFi network to get access to internet 
(the green LED on the module will turn OFF).

From Configuration  Status it’s possible to verify  as well the status of the WiFi
connection.

To remotely control your pump from anywhere over internet, it’s necessary to 
subscribe a cloud service as explained below. 





In your web browser open the URL www.cloudwinet.it

If you don’t have an account, click on the 
«Register» button and follow the 
registration procedure.
You’ll receive an e-mail for activation of 
your account.

Once you registered, login 
using your username and 
password



If your account is new, 
the list of devices will be 
empty Click on the button 

“Register your device” to 
add a new WiFi device to 
your account



Register your new device 
by using the MAC 
Address and Registration 
Code that you can find 
on the label attached on 
the WiFi module 
package

5CCF7FD4E404

674010



To finalize the 
registration of the new 
product select the 
product to be controlled 
(SIRIO) and give a 
friendly name to the 
controlled device.



Once the device is registered, it will appear on the main list of your 
account. Since from one account it’s possible to manage more 
devices in different places (i.e. your garden pump and your home 
booster pump, it’s recommended to choose a friendly name for 
device that will allow an easy identification

5CCF7FD4E404



If the device is actually connected to internet, the icon on the right 
will shine green color and it’s possible to remotely
manage your pumping system



Once entered the management page of your 
device, additional information can be found 
by clicking on the friendly name of the 
device on the top of the page



A pop-up window will show you the WPA KEY of the device local network and 
REGISTRATION CODE of the WiFi device.

The assistance code is factory set to 000000 and remote service from an 
authorized service center is disabled.

000000





The assistance code can be shared with a SERVICE CENTER to allow the remote 
control and assistance. 

The assistance code is factory set to 000000 and remote service from an 
authorized service center is disabled.

If you decide to authorize the control to a SERVICE CENTER, just click on the 
“Change” button and the system will generate a new code that must be 
forwarded to your desired SERVICE CENTER.

If the assistance code is further changed, all the previous authorizations will be 
deleted and the new generated code can be used to authorize remote control 
from another SERVICE CENTER.

674010





The management page consists of 4 sub-sections that 
are accessible from the relative buttons on the top bar.

Device overview and actual status

User parameters setting

Advanced parameters setting *

Error log

* Advanced parameters setting is available only to SERVICE 
CENTERS or when directly connected to the self-generated WiFi
network



On the main overview page the actual status of the inverter is shown (STAND-BY/ ON / ERROR).

It’s possible to start and stop the pump by pushing the icon above the actual status description. 
In case of error, the same icon can be used to restart the drive.



It’s possible as well to verify the actual value of functioning variables (Pressure, Voltage, 
Termperature, I/O status, etc.). 
Texts that are shown in grey color represent the maximum allowable value of a variable



Selecting a parameter from the drop-down 
menu will show the actual setting for the 
parameter. 

Use + and – buttons to change a parameter 
value. Please consider the network delay 
when changing a parameter, it could take few 
seconds before the value is updated.

On the bottom of the page, a description of 
the selected parameter is shown.



In order to change advanced parameters a 
login is request.

Please contact an authorized SERVICE CENTER



Errors logs tab shows a list of all faults 
occurred to the inverter. 

The number on the right column indicates the 
number of events for each fault




